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(d) Each pneumatic system must 
minimize the entry of oil into the sys-
tem and must drain the system of liq-
uids. 

[CGFR 68–82, 33 FR 18878, Dec. 18, 1968, as 
amended by CGFR 69–127, 35 FR 9980, June 17, 
1970; CGD 73–254, 40 FR 40168, Sept. 2, 1975; 
CGD 83–043, 60 FR 24781, May 10, 1995; CGD 95– 
027, 61 FR 26001, May 23, 1996] 

§ 58.30–10 Hydraulic fluid. 
(a) The requirements of this section 

are applicable to all fluid power trans-
mission and control systems installed 
on vessels subject to inspection. 

(b) The fluid used in hydraulic power 
transmission systems shall have a 
flashpoint of not less than 200 °F. for 
pressures below 150 pounds per square 
inch and 315 °F. for pressures 150 
pounds per square inch and above, as 
determined by ASTM D 92 (incor-
porated by reference, see § 58.03–1), 
Cleveland ‘‘Open Cup’’ test method. 

(c) The chemical and physical prop-
erties of the hydraulic fluid shall be 
suitable for use with any materials in 
the system or components thereof. 

(d) The hydraulic fluid shall be suit-
able for operation of the hydraulic sys-
tem through the entire temperature 
range to which it may be subjected in 
service. 

(e) The recommendations of the sys-
tem component manufacturers and 
ANSI–B93.5 (Recommended Practice for 
the Use of Fire Resistant Fluids for 
Fluid Power Systems) shall be consid-
ered in the selection and use of hydrau-
lic fluid. 

[CGFR 68–82, 33 FR 18878, Dec. 18, 1968, as 
amended by CGFR 69–127, 35 FR 9980, June 17, 
1970; USCG–1999–5151, 64 FR 67180, Dec. 1, 
1999] 

§ 58.30–15 Pipe, tubing, valves, fittings, 
pumps, and motors. 

(a) The requirements of this section 
are applicable to those hydraulic and 
pneumatic systems listed in § 58.30–1. 

(b) Materials used in the manufac-
ture of tubing, pipes, valves, flanges, 
and fittings shall be selected from 
those specifications which appear in 
Table 56.60–1(a) or Table 56.60–2(a) of 
this subchapter; or they may be se-
lected from the material specifications 
of sections I, III, and VIII of the ASME 
Code if not prohibited by the section of 

this subchapter dealing with the par-
ticular section of the ASME Code. Ma-
terials designated by other specifica-
tions shall be evaluated on the basis of 
physical and chemical properties. To 
assure these properties, the specifica-
tions shall specify and require such 
physical and chemical testing as con-
sidered necessary by the Commandant. 
All tubing and pipe materials shall be 
suitable for handling the hydraulic 
fluid used and shall be of such chemical 
and physical properties as to remain 
ductile at the lowest operating tem-
perature. 

(c) Bolting shall meet the require-
ments of § 56.25–20 of this subchapter 
except that regular hexagon bolts con-
forming to SAE J429, grades 2 through 
8, or ASTM A 193 (incorporated by ref-
erence, see § 58.03–1) may be used in 
sizes not exceeding 11/2 inches. 

(d) The maximum allowable working 
pressure and minimum thickness shall 
be calculated as required by § 56.07–10(e) 
of this subchapter when the outside di-
ameter to wall thickness ratio is great-
er than 6. Where the ratio is less than 
6, the wall thickness may be estab-
lished on the basis of an applicable 
thick-wall cylinder equation accept-
able to the Commandant using the al-
lowable stress values specified in 
§ 56.07–10(e) of this subchapter. 

(e) All flared, flareless and compres-
sion type joints shall be in accordance 
with § 56.30–25 of this subchapter. 

(f) Fluid power motors and pumps in-
stalled on vessels subject to inspection 
shall be certified by the manufacturer 
as suitable for the intended use. Such 
suitability shall be demonstrated by 
operational tests conducted aboard the 
vessel which shall be witnessed by a 
marine inspector. 

[CGFR 68–82, 33 FR 18878, Dec. 18, 1968, as 
amended by CGD 73–254, 40 FR 40168, Sept. 2, 
1975; CGD 95–027, 61 FR 26001, May 23, 1996; 
USCG–2000–7790, 65 FR 58460, Sept. 29, 2000] 

§ 58.30–20 Fluid power hose and fit-
tings. 

(a) The requirements of this section 
are applicable to those hydraulic and 
pneumatic systems listed in § 58.30–1. 

(b) Hose and fittings shall meet the 
requirements of subpart 56.60 of this 
subchapter. 
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